
LOW CEILING
TWO POST LIFT
9,000 lbs. Capacity

*Lifts available in blue and red
Specifications subject to change without notice or liability. 
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FEATURES:
Symmetrical column design
Low ceiling two post lift
• 2-stage symmetric arms
• Carriage latch system

– engages every 3”
• Secondary lock system

includes a spring actuated
slack chain locking device

• Dual hydraulic cylinders
• Powder coated finish
• ALI Certified

INCLUDES LOW-PROFILE THREADED
ADAPTERS AND (4 each) ADAPTER
EXTENSIONS AT 
3.5" and 5"

BP9

AND VALIDATED

BP9113000BL

SPECIFICATIONS BP9113000BL/RD*

Capacity 9,000 lbs. (4082kg)

Overall Height 111-1/4" (2825mm)

Overall Width 138-1/2" (3517mm)

Rise 72" (1828mm)

Maximum Rise 80-1/2” (2044mm) w / 5” extension

Drive Through Clearance 97-1/4" (2470mm)

Width Inside column 111" (2819mm)

Arm Reach (Min/Max) 30" / 46-1/4" (762mm/1174mm)

Minimum Adapter Height 4-1/2" (114mm)

Drive-over Height 1-1/2" (38mm)

Voltage/Amps 208V/230V, 17 amps

Motor/Phase 1ph/2HP

Ceiling Height Required 113" (2870mm)

Commercial grade lift 
designed for ceilings as 

low as 113”

ENGINEERED TO PERFORM.  BUILT TO LAST.
    Reliable lift systems for independent repair shops, car dealerships, 

bodyshops, home enthusiasts, and heavy-duty truck facilities.

996 Industrial Drive
Madison, IN 47250

Phone: 800.423.1722
Fax: 812.273.7329

www.forwardlift.com


